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Full Screen Display and return 

These displays of real time preview can be enlarged to full screen by clicking the  icon on right-top 

of program screen or double-clicking the left key of mouse in a site of the preview area. 
 
To return from full screen display mode, please press “ESC” key of keyboard or double-clicking the left 
key of mouse. 
 
 

Photo Viewing, Measure and Calibration 

You can double-click the selected Photo in Photo folder to measure and view it as below shown: 

 
 
For measure, please put the magnification if there is not number. The number is the scale value of roller 
at the baseline you captured this image. 
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Image file name: Still_yyyy-mm-dd_hhmmss_nnnx_Nxxxx is combined by date, time, magnification and 
serial number. For example, Still_2009-03-06_102949_060X_N0002 figures: Number is 0002, 
magnification is 60, date is Mar-06-2009, time is AM10:29:49.  
The program will auto load the magnification when you measured it if you put the scale before you 
capture the image. 

：Open an image for measure from other folder, but the image must be captured by MiviewCap. 

：Save as. 

：Paint: you can draw “Line, Continuous Line, Angle, Rectangle and Circle etc into the image. 

：Measure for “Line, Continuous Line, Rectangle, Polygon, Radius Circle, Diameter Circle, Three 

Points Circle, Angle and Four Points Angle”. 

：Pen setting for “Paint” and “Measure”. 

：Add text. 

：Undo. 

：Redo. 

：Calibration 

：ongoing Operation.  

：Magnification 

Calibration manual 
1. Select a known measurement standard as the to-be-observed object, such as a ruler, to be used for calibration. 

Bring image of the selected ruler into focus by turning the “Focus & Magnification adjustment wheel”, 
determine the magnification by taking a reading from the scale on the focus dial, enter the scale value in the 
“Scale” box in the upper right corner of the screen, and then take the image. 

 
2. Now double click to open the image of the measurement calibration standard, and the scale of magnification 
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will be automatically loaded for measuring. 

 

3. Now click the button of calibration  to take a sample measurement of the selected calibration standard by 

clicking beginning and ending points across the known measurement value (such as 4mm). A measurement 
value before calibration will be displayed (3.847mm in the example below), and then enter the exact known 
value of the measurement sample (4mm in this example) when the window of Calibration pop-up and then 
click “OK”. 

 
4. The software will automatically calibrate the scale of magnification and will show the calibrated scale of 
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magnification at the right-hand box of calibration button, and also automatically adjust the scale of main 
program on this focus point. 

 

5. Now the software is ready to take new images with the calibrated magnification at this focus point (Don’t 
adjust the “Focus & Magnification adjustment wheel”), thus the measurement for these captured images after 
magnification calibration will be very accurate and the error rate of measurement is under 3%. 

 

Note: If you change the focus point (i.e. change the “Focus & Magnification adjustment wheel”), you must re-do 
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the calibration. 

Video player 

You can double-click the selected video in video folder to play back it as below shown: 
 

 

Troubleshooting 

Common Fix 

A. If MiView device and MiViewCaputure application were working OK and suddenly stops working 
properly, Please try the following:   

1. Unplug or Power off MiView device from PC, close MiViewCaputure program. 
2. After waiting for 1 minute, plug or power on MiView device, open MiViewCap program 
 
B. For under Recommended PC specification (see 4th page), maybe MiViewCap program does not 
work properly, please use MiViewCap-Beta.exe on CD: run it directly—double click. 
 
C. For Vista first version OS system (Nor Vista SP1), maybe there is this issue: there are not any images 
(black screen) on preview area, please try: Toolbar->setting->default->Ok) 
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D. After PC resume from standby or hibernate, maybe MiViewCap will not work properly, please close it 
and re-open to try. 
 
E. If USB MiView microscope driver can’t be installed completely, maybe your pc OS is not XP SP2 or 
above, please update it. If you installed the driver and application completely, but there is a tips: please 
connect Miview device after running the program, please uninstall MiviewCap and reboot PC, then 
re-install MiviewCap to try again. 

Q&A 

Q1. Why the object cannot be found on the display of the MiView microscope—black screen? 
A: a. If your PC USB port is USB 1.1 nor USB2.0, please use MiViewCap-Beta.exe on CD to try. 
   b. Please put power switch on LED, then the illumination LEDs are light. 
 
Q2. How to install MiViewCap application and driver? 
A: a. Do not connect USB cable to MiView Microscope before driver installation completed. 
  b. Place installation CD into CD-ROM drive, and select “Install Software” to install. 
Q3. How to uninstall driver and MiViewCap software? 
A: In order to uninstall MiViewCap software, click on the uninstall utility from the Start button ->Control 
Panel -> Add or Remove Programs. 
 
Q4. When connecting to PC, why the real-time display is slow or unsmooth? 
A: a. Probably your PC’s configuration is not sufficient enough. Please check the Recommended PC 
specification as mentioned in this User’s Manual. 
   b. Probably your PC’s CPU or memory is overloaded by executing too many applications software. 
Try to close applications or restart your PC to release the memory. 
   c. Probably your system has being attacked by virus, which may dramatically degrade your system’s 
performance. 
     


